(Max.) Trench Widths - 9" + O.D. + 9", When trench is Less than 5' Deep
- 18"+ O.D. + 18", When trench is Greater Than 5' Deep

Finished Grade

See Plans and Specifications
For Surface Restoration

Outside of Sheeting or Box,
When Necessary or Required

Voids Shall be Filled With Well
Graded Granular Material at Time
of Removal of Trench Sheeting
and Bracing

Backfill per ASTM D2321-89 for
Flexible Thermoplastic Pipe

Compacted Bedding

Undercut Where Directed
Remove Unsuitable Material
Replace W/CA-1 (Crushed)
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Trench Backfill (Granular) CA-6,
Method 1, Mechanical Compaction.

or Trench Backfill (Flowable Fill Mixture)
Under Pavement, Curb & Gutter,
Driveways and Sidewalks or When

Directed by Engineer

Machine Backfill of Excavated
Material in Other Locations

T ,  Extend Bedding to 12" Above
12 Top of Pipe for Flexible Conduit
(All P.V.C. Pipe)

AR

Crushed Stone Gradation CA-6
Material Bedding Shall Be
Compacted To a Minimum

of 95% in Accordance

With ASTM 2321-89.

6" Min.
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Bc = Outer Diameter of Pipe
D = Nominal Diameter of Pipe

TYPICAL TRENCH AND BEDDING DETAIL

SANITARY SEWER
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