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MIN. 0.5 INCHES THICK

MOUNTING BRACKET 

0.5

WIRE FROM THE BUILDING

-1 INCH HOLE MUST BE CENTERED IN MOUNTING BLOCK AND POSITIONED OVER CONDUIT OR HOLE OVER THE EXIT POINT OF THE 

-MOUTING BLOCK MUST BE WOOD, PVC, OR OTHER MATERIAL AS APPROVED BY UTILITY SUPERVISOR 
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VILLAGE OF GURNEE
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	Permit Placard Combined_6-Mounting Block
	THIS CARD MUST BE CONSPICUOUSLY DISPLAYED
	VILLAGE OF GURNEE
	BUILDING AND USE
	PERMIT
	PERMIT NO. 23-0091-SIDG
	UNOTICE
	POST THIS CARD AT THE BUILDING SITE, VISIBLE FROM THE STREET AND SO LOCATED AS TO PERMIT THE INSPECTOR TO RECORD THE INDICATED INSPECTIONS ON THE PLACARD.  UDO NOTU POST IN THE INTERIOR OF THE BUILDING.
	INSPECTORS ARE INSTRUCTED TO STOP ALL WORK WHERE THIS PERMIT IS NOT DISPLAYED.
	REFER TO THE REVERSE SIDE OF THE PERMIT SLIP FOR NECESSARY INSPECTIONS DURING PROGRESS OF THE WORK.  ALWAYS MENTION PERMIT NUMBER WHEN REFERRING TO THIS PROJECT.
	THIS CARD WILL BE REPLACED BY THE COMMUNITY DEVELOPMENT DEPARTMENT IF IT BECOMES MISPLACED OR LOST.

	Spec Drawing



