
solid strand, insulated wire
and brought above grade. (12 gauge, 
3. A tracing wire shall be installed 
2. All joints to be stainless steel
Glend (mega-lug) or equiv.
1. All joints to be restrained, 

2' min.

TO CONFORM TO

MANUFACTURER'S

SPECIFICATIONS

STEEL
STAINLESS

U.S. PIPE U-592, OR TYLER PIPE 5-125
U.S. PIPE U-591, OR TYLER PIPE 5-198

NOTE:

SD  1/4/06

MAD 7-28-11
MJ 6-24-14

SD  6/24/14

JB 1-05-23

DS 1-26-23

NL  1/26/23

"WATER" ON LID FINISH GRADE

WATERMAIN

BOLTS

6" MJ

RESILIANT

WEDGE G.V.

VALVE AND HYDRANT TEE

18" MINIMUM

STANDARD MJ GASKETS

DRAIN FIELD TO

WASHED STONE

CONCRETE

SUPPORT & THRUST BLOCK

FIRE HYDRANT

6" CONNECTING PIECE

MINIMUM

VALVE BOXES TO BE

3-PIECE, SCREW TYPE

MECHANICAL JOINT INLET

UNLESS OTHERWISE

NOTED ON PLANS

BURY

Issued

By Date
Revised

Approved by:

VILLAGE OF GURNEE

BE MIN. 3 CY OF

UNDISTURBED

EARTH

INSURE DRAINS ARE
NOT OBSTRUCTED

5 1/4 " SHAFT WITH NO. 6

SD 1-4-06

MUELLER CENTURION, A-423-250

ROUND BASE, TYLER

6850-664S

ENGINEERING DIVISION
SD  7/29/11

5.5'

18"-24"

USA BLUEBOOK PART# 85960
SPRING STEEL HYDRANT MARKER
BOLT ON HYDRANT FLAG, 

POINT, RED
COPPERHEAD COBRA ACCESS 

TRACING WIRE

TYPICAL HYDRANT INSTALLATION


